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RXF-100.000-20-6035-6-4

ELECTRICAL SPECIFICATION

Parameters Value Unit
Nominal Frequency 100.000 MHz
Oscillation Mode Fundamental -
Pole 4 -
Pass Bandwidth, min @ 3 dB, 25°C +10.0 kHz
Stop Bandwidth, max @ F0+200kHz 60 dB
Ripple, max 1.0 dB
Insertion Loss, max ‘ @ minimum loss 4.0 dB
Operating Temperature Range -40 ~ +85 °C
Guaranteed Attenuation, min ’ @ F0~900kHz 65 dB
Terminating Impedance 280+10%//1.5£10% Q/IpF
Input Level, max 0 dBm
Insulation Resistance @ DC100V (case-in/out) 500 MQ
Spurious, min @F0+400 ~ +1000kHz 50 dB
MECHANICAL SPECIFICATION
TOPVIEW
6.0%0.2 PIN CONNECTION
1:Input
2:GND
7 2 3:Connect with6
o \ 4: Output
o 5:GND
jol 6:Connect with 3
o
o™
c+>| I 1 Recommended Soldering Pattern
Mog 7 7
s 4.4
SIDEVIEW
— o
2 8 4
77 77 <l ezl o (o7
-y [z s |z
<| | _ L To) T —I |_ T o
< | ]t stk | et p
| s =
NN NN I NN
]® & N\ , NN NI NN
6 2.0 ’] E‘ Coupl ing
1.0 ) capacitor

Unit: mm
BOTTOM VIEW

Connect to GND =

RALTRON ELECTRONICS = 3075 N.W. 107" AVE= Miami, Florida 33172 = U.S.A.
Telephone: 305-593-6033 = Fax: 305-594-3973 = e-mail: sales@raltron.com = web site: http:/mwww.raltron.com



RALTROIN

A Rawmi TecunorosY Company

MONOLITHIC

CRYSTAL FILTER

page 2 of 2

RXF-10

0.000-20-6035-6-4

TEST CIRCUIT

=

.

o

NP
/

Ct

{
-

=

3
l£| s L R
/ L by
5 ?_509
6 ;L.M
777

& T

R=230Q

Ct=1.5pF (Floating capacity included)
Cc=9.0pF (Floating capacity included)

CARRIER TAPE DIMENSIONS

PACKAGING
180 mm REEL DIAMETER
16 mm TAPE WIDTH, 8 mm PITCH

QUANTITY: 1000 PIECES PER REEL

® APPROVAL

DRAWN BY AR, January 27, 2026

APPROVED BY | CP, January 27, 2026

A, Initial Release

REVISION B, AR, June 26, 2026

Added carrier tape dimensions
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Raltron Electronics / RAMI Technology USA, LLC, including its affiliates, employees, agents and other persons acting on its behalf (collectively Raltron/RAMI Tech), disclaim any and all liability for any errors or inaccuracies contained in this
data sheet. While Raltron/RAMI Tech has made every reasonable effort ensure the accuracy of all product information, specifications and data contained herein, Raltron/RAMI Tech does not guarantee that the information is accurate,

reliable or current.

The product information is provided only for reference purposes only and is subject to change, correction or revision, at any time without notice. Raltron/RAMI Tech does not assume any liability arising out of an

application or use of any product described herein and disclaims any warranties expressed or implied. The user of products in such applications shall assume all risks of such use and will agree to hold Raltron/RAMI Tech, harmless against

all damages.
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