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ELECTRICAL SPECIFICATION 

 
 

Parameters Value Unit 

Nominal Frequency 150.000  MHz 

Oscillation Mode 3rd Overtone - 

Pole 2 - 

Pass Bandwidth, min @ 3 dB ±7.50 kHz 

Stop Bandwidth, max @ 15 dB ±30.0 kHz 

Pass Band Ripple, max 1.0 dB 

Insertion Loss, max 4.0 dB 

Input Level, max 0 dBm 

Operating Temperature Range -40 ~ +105 °C 

Storage Temperature Range -40 ~ +105 °C 

Guaranteed Attenuation, min 

@ F0~910kHz 45 dB 

@ 50MHz (Fundamental) 35 dB 

@ 250MHz (5th overtone) 35 dB 

Terminating Impedance 380±10%//1.4±0.5 Ω//pF 

Insulation Resistance @ DC100V (case-in/out) 500  MΩ 

Spurious, min 5 dB 

 
 

MECHANICAL SPECIFICATION 

 
 
 

Unit: mm 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 Unit: mm  
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TEST CIRCUIT 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

R=330Ω 
Ct=1.4pF (Floating capacity included) 

 

CARRIER TAPE DIMENSIONS 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

PACKAGING 

180 mm REEL DIAMETER 
16 mm TAPE WIDTH, 8 mm PITCH 
QUANTITY: 1000 PIECES PER REEL 
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REVISION 

A, Initial Release 

B, AR, June 26, 2026 
Added carrier tape dimensions 


