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 ELECTRICAL SPECIFICATION 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 

 
 

 MECHANICAL SPECIFICATION 
 
 
 
 

 

 

 
 

                                                                     Top View       Bottom View              Side View 
 

  L W T A B C D E 

Dimension 1.60±0.15 0.8±0.15 0.70max  0.175±0.15 0.25±0.15 0.25±0.15 0.25±0.15 0.20±0.15 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

 

 
 

 

  

PARAMETERS SPECIFICATIONS UNIT 

Frequency Range 2400 ~ 2500 MHz 

VSWR (max) 2.0 -- 

Insertion Loss, max  
@ 25˚C 1.75 dB 

@ -40 ~ +85 ˚C 1.95 dB 

Unbalanced Impedance  50 Ω 

Balanced Impedance 
Conjugate match to TI CC253X, 

CC254X, CC8520 Chipset 
-- 

Phase Difference 180 ±18 ° 

Amplitude Difference, max 2.3 dB 

Attenuation, min  
@4800 ~ 5000 MHz 19 dB 

@7200 ~ 7500 MHz 19 dB 

Operating Temperature Range -40 ~ +85 °C 

Storage Temperature Range -40 ~ +85 °C 

MSL 1 - 



 

 
 

High Frequency Multilayer 
Balanced Filter 

Page 2 of 4 
RBB-1608-AB9-W-TR 

  

RALTRON ELECTRONICS   10400 N.W.  33 r d  S t ree t    M iami ,  F lo r ida  33172   U .S.A.  
Telephone:  +1-305-593-6033      Fax: +1-305-594-3973      e-mail: sales@raltron.com      web: http://www.raltron.com 

 

 

 MECHANICAL SPECIFICATION (Continued) 
 

 

 

PIN  

1 Unbalanced port 

2          GND 

3 Balanced port 

4 Balanced port 

5          GND 

6          GND 

 

 

 

 SOLDER LAND PATTERN 

 

 

Unit : mm 

 

Line width to be designed to match 50 Ω characteristic impedance, depending on PCB material and thickness. 
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      ELECTRICAL CHARACTERISTICS 
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 REFLOW PROFILE 

 
 

Reflow profile 

Temperature Min Preheat TSMIN 150°C 

Temperature Max Preheat TSMAX 200°C 

Time (TSMIN to TSMAX) tS 60-180 sec. 

Temperature TL 217°C 

Peak Temperature TP 260°C 

Ramp-up rate RUP 3°C/sec max. 

Ramp-down rate RDOWN 6°C/sec max. 

Time within 5°C of Peak Temperature  tP 10 sec. 

Time t[25°C] to Peak Temperature  t[25°C] to Peak 480 sec. 

Time  tL 60-150 sec. 

 
 

 ENVIRONMENTAL 
 

PARAMETER VALUE 

MOISTURE SENSITIVITY LEVEL 1 

RoHS2 6/6 COMPLIANT & LEAD FREE 

REACH-SVHC COMPLIANT 

HALOGEN-FREE COMPLIANT 

TERMINATION FINISH Au 
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[°C] 

Time [sec] 

TP 

TL 

TSMAX 

TSMIN 

Ramp-up 

Ramp-down 

Critical Zone 
TL to TP 

t[25°C] to Peak 

tS Preheat 

tL 

tP 


